SPECIFICATIONS FOE BAILEOAB CONCEETE WOBK.   uoi)
Special care shall be taken in .the construction of the vertical angles of the masonry, and where I-beams or other iron work are not used in the same, small wooden strips shall be set in the corners of the mold, so as to cut off the corners at an angle of forty-five (45) degrees, leaving a beveled face about one and one-half (ij) to two (2) inches wide, instead of a right angled corner.
14.    Where wing walls are called for which have slopes corresponding to the angle of repose of earth embankments, these slopes shall be finished in straight lines and surfaces, the mold for such wing walls and slopes being constructed with its top at the proper slope, so that the concrete work on the slope may be finished in short sections, say from three to four feet in length, and bonded into the concrete of the horizontal sections before the same shall be set, each short section of sloped surface being grooved with a cross line separating it from adjacent sections.    It will not be permitted to finish the top surface of such sloped wing walls by plastering fresh concrete upon the top of concrete which has already set, but the finished work must be made each clay as the horizontal layers are carried up, to accomplish which the mold must be constructed complete at the outset; or, if the wing wall is very high, short sections of the mold, including the form for the slope's, must be completed as the horizontal planking is put in place.
15.    Foundation   concrete  may  be  put  into  excavations without the use of molds, provided the sides of the excavation are reasonably true and the material is sufficiently firm, so that the concrete may be rammed thoroughly without yielding of the adjacent earth.    Where a cheaper kind of concrete is used for foundation  work,  the.  top  of the same  shall  be  finished smooth and level, the corners and edges being thoroughly rammed and compacted, and the whole surface filled full of mortar. It will not be satisfactory to leave a luwey-combed stir face or one on which a lot of loose concrete stone is left scattered about.
It is not expected that the .surface of such foundation work shall be accurately leveled unless cut stone masonry is to be built upon it, but the Inspector must insist that that "portion of such foundation concrete which projects outside of the1 masonry which is to be built upon the foundation must be thoroughly rammed and compacted, and must: have a finished surface. If this cannot be accomplished without constructing a mold for the upper portion of such foundation, the contractor shall furnish material and construct such mold, and the cost of the same shall he included in the price of the foundation concrete.
16.    Iron J\*aHs to be furnished by the Railroad Company shall be laid and imbedded in such manner as may he specified

